3 BAR @ 12"
ENTERS

#4 BAR @ 8"
CENTERS
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_ 12" 8"
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8" CENTERS 2" —
PERMISSIBLE

CONSTR.
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DETAIL

2" DIA. WEEP HOLE @ 15
L CENTERS, PLACE 1 CU.
FT. COARSE GRAVEL
WRAPPED IN FILTER
FABRIC BEHIND EACH
HOLE

VARIES 4-0" 8"

| LIMITS OF PAY FORE

RETAINING WALL

LIMITS OF PAY
FOR SIDEWALK
T 3/4" CHAMFER
g BN
© Py
[
(=]
S
EXISTING &
CURB &
GUTTER
#3 BAR @ 18" CENTER!
—_— EACH WAY
#4 BAR © 8" CENTERS
COMPACTED EARTH ) )
95% OF STANDARD SEE 'DETAIL'
PROCTOR
)
4 SIDEWALK WITH WALL
NTS
NOTES:

1. IN LOCATIONS WHERE WALL HEIGHT DOES NOT EXCEED

1', THE TOE WALL AND WEEP HOLES CAN BE OMITTED.

. IN LOCATIONS WHERE WALL IS 36" TO 48" THE TOE

WALL SHALL BE 1’ DEPTH.

. STEEL REINFORCING IN WALL SHALL BE #3 BARS @ 12"

CENTERS HORIZONTALLY AND #4 BARS @ 8" CENTERS
VERTICALLY.

. REDWOOD JOINTS IN WALL SHALL MATCH REDWOOD JOINTS

IN THE SIDEWALK. THE WALL SHALL BE DOUBLE
CHAMFERED AT THE REDWOOD LOCATIONS.
ENDS OF WALL SHALL ALSO BE CHAMFERED

. CONCRETE TO HAVE COMPRESSVE STRENGTH OF 3000 psi

at 28 DAYS.

e

CITY OF ARLINGTON,TEXAS

PROJECT NUMBER
PROJECT NAME
( PROJECT LIMITS )

DATR: [scarz: smmmT__or____
| ESiGNED BY: [prawN BT B

X:\Engineering\Typical Details\Final Details\Paving\Sidewalks With Walls\SIDEWALK_4_ WITH_WALL.dwg, 10/14/2003 02:56:14 PM




